Operating 
Instructions 

VACUUM CLEANER 

MC-4500 





National/Panasonic 



Before operating this unit, please read these instructions completely. 



IMPORTANT SAFEGUARDS 
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Never let the cleaner pick up wet dirt, 
mud or burning tobbaco ashes because 
these will cause damage to the motor. 
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Before using the cleaner, remove targe or 
sharp objects from the floor in order to 
avoid damage to the motor. 



Keep the cleaner away from heat sources 
(radiators, ovens, etc.) 




Winding the cord, holding the plug of 
cord. That prevents damage to the furni- 
tures and scars caused by leaping up of the 
plug. 
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Do not wash and dry the cloth filter using j- 
an electric washer and dryer. 



/ ;1. Before you plug in your cleaner, make 
sure that the voltage indicated on the 
nam ep late is the same as your local supply. 
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PARTS IDENTIFICATIONS 



^vi^/HOWTO USE 



i Extarnion Wind 



Carpet Lever 

Ji ,i 




Insert the curved wand and 
connection wand into each of 
the hose as illustrated until the 
projections of hose supporters 
click into the holes of curved 
wand and connection wand. 



firmly to the nose, twisting 
them each other. 



The cord can be drawn out to 
any desired length. Press the 
| cord rewind button to store the 
cord inside the body. 






The dust should be emptied when vac 
gauge reaches to the red zone. (To read the 
vbc gauge, raise the floor nozzle slightly 
off the floor.) 
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ATTACHMENTS 
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Dusting Brush 
Crevice Tool 

Upholstery Brush 





EMPTYING DUST CONTAINER 




Separate the dust container from the motor housing by pushing the 
release button. 




Pull the expander upward by turning it counterclockwise. 
Shake the expander to the right and left about 20 times. 




When dust has been settled in the dust container, reinstall the 
expander to the cloth filter by turning it clockwise. Remove the 
cloth filter from the dust container. 




Empty the dust container. 




Reattach the filter unit to the dust container. 



Rejoin the dust container to the motor housing. 



CLEANING THE CLOTH FILTER 



When suction power is decreased by the meshing in the filter, take care of the filter as below. 
(Note) The filter is not constantly required for washing with water. Wash with water after shaking off 
the dust in the filter. 




Shake off the dust in the filter. 



Remove the filter. 
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Wash the filter with water. 
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Swish .off water from the filter Dry the filter in sunlight. Reattach the filter unit to the 

completely. . dust container. 

S on n e day is re 2 U u eC l !° r dryinQ the filter after washin 9 with water. So. wash it in a fine day 
(Note) Don t touch the filter with things such as sharp blade. 



HOW TO CLEAN WELL 



Use upholstery brush for cleaning uphol- 
stered surfaces such as matresses, sofas and 
drapes. 



Use dusting brush for cleaning irregular 
surfaces such as curved furniture, table 
tops, Venetian blinds and other delicate 
cleaning jobs. 




Use Crevice Tool for cleaning of hard-to- 
reach areas such as between furnitures and 
along the baseboard etc. 
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Blower operation 

Insert the connecting wand of the hose 
firmly into the exhaust blower outlet. 



j-l^i-l Jj-Ij ^K*-L j.^t^^JU J_^»yJI i-^ 1 Jj-j1 





For a slight cleaning job, apply curved 
wand of hose directly without any clean- 
ing tools and extension wands. 




USEFUL HINT 
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Take out the cord, holding the plug. When Keep the cleaner safe from splashing by 

the cord is forcedly pulled, it may cause water or insecticide spray. Do not wipe it 

the snapping of cord. wjtn oM or the | ike (lt causes cracking or 

discoloration of the body.) 
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(Australia and New Zealand version only) 
If the supply cord of this appliance is damaged, it must only 
be replaced by a repair shop appointed by the manufacturer, 
because special purpose tools are required. 
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Matsushita Electric Industrial Co., Ltd. 

Central P.O. Box 288. Osaka 530-91, Japan 



